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PCP - REQUEST FORM FOR NON STANDARD CONTROL STATION

Instructions

Fill	 in	 the	 chart	 to	 the	 left	 according	 to	 the	 number	 of	 control	
elements	required.
Control elements: indicate	if	is	required	the	blanking	plug	or	the	
mushroom	 pushbutton	 for	 emergency	 stop	 (with	 PRSL0508PI	
switch)	ticking	the	appropriate	box.
Switches:	in	the	unbroken	boxes	enter	the	letters	corresponding	
to	the	switches	required	( A 	to	 F ).	
Mechanical interlock: tick	the	box	if		the	mechanical	interlock	(MI)	
between	two	control	elements	is	required.	Eg.	 MIX
Disks: 	 write	 the	 code	 corresponding	 to	 the	 disk	 required	
(PRTA_______).
If	you	choose	disks with arrows,	enter	the	direction	of	the	arrow	
into	the	corresponding	circle.	

1

3

4

2

D

A PRSL0458PI		Two-pole	switch

PRSL0459PI		Two-pole	switch	with	brake	contact	/	auxiliary	contact

PRSL0471PI		Three-pole	switch

PRSL0472PI		Three-pole	switch	with	brake	contact	/	auxiliary	contact

B

C

E PRSL0460PI		Two-pole	switch

PRSL0461PI			Two-pole	switc	with	brake	contact	/	auxiliary	contactF

4 Disks

2 speeds switches

1 speed switches

2 Switches

RED YELLOW

YELLOW WHITE BLACK

PRTA005XPI

PRTA018XPI

PRTA026XPI

PRTA002XPI PRTA006XPI

PRTA019XPI

PRTA027XPI

PRTA097XPI

PRTA003XPI PRTA007XPIPRTA011XPI

PRTA015XPI

PRTA022XPI

PRTA098XPIPRTA008XPI

PRTA012XPIPRTA016XPI PRTA023XPI

PRTA099XPI

PRTA________________

Blanking plug1 Mushroom pushbutton

MI

Switches

2

PRTA________________

3
4
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